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1

CARRIER TAPE

NOTES:

PART SHALL BE FREE OF BURRS AND SHARP EDGES1.
ASSURE ASSEMBLY CAPABILITY BY MATCHING WITH MATING PART2.
DIMENSIONS IN [ ] ARE IN MILLIMETERS3.

FORMED COVER

CARRIER TAPE SPECIFICATIONS
PART NUMBER DESCRIPTION OVERALL DIMENSIONS OVERALL 

HEIGHT
CARRIER TAPE 

WIDTH
CARRIER TAPE 

PITCH PARTS PER REEL

SMS-207-F FRAME 1.747 X 1.747 (44.37 X 44.37) .384 (9.75) 72 mm 56 mm 120

SMS-207-C COVER 1.769 X 1.769 (44.93 X 44.93) .079 (2.01) N/A N/A  BULK PACK

ITEM NO. PART NUMBER DESCRIPTION QTY.
1 SMS-207 F FRAME 1
2 SMS-207 C COVER 1

REVISIONS

REV. DESCRIPTION CHANGED BY APPROVED BY

A PRODUCTION RELEASE MP 07/28/2008

B REVISED AND REDRAWN JG 09/21/2010

C ADD NATCHES TO COVER, COVER 1.773 X 1.773 WAS 1.777 X 1.777, 
REMOVE GND DIMPLE RS 08/15/2011 JS 09/28/2011

D
REDRAWIN SOLIDWORKS, MATERIAL CHANGE TO .008" WAS .010, FRAME 
1.747 X 1.747 WAS 1.749 X 1.749, COVER CHANGE TO 1.769 X 1.769 WAS 

1.773 X 1.773

D

C

B

A

B
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12345678
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E
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.XXX +/- .005[0.13]   .XX +/- .010[0.25]    .X +/- .020[0.51]    ANGLES +/- 2

D
2:1

D
1 OF 1

SMS-207

UNLESS OTHERWISE SPECIFIED:
- ALL DIMENSIONS ARE IN INCHES

- PART SHALL BE FREE OF BURRS AND SHARP EDGES
- ALL DIMENSIONS SHOWN APPLY BEFORE

PLATINGS AND COATINGS
- RoHS COMPLIANT PER EU DIRECTIVE 2011/65/EU

- POI = POINT OF INTERSECTION
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OWNED BY LEADERTECH, OR DEVELOPED AT IT'S OWN 
PRIVATE EXPENSE, AND MAY NOT BE USED, DUPLICATED 
OR DISCLOSED IN WHOLE OR IN PART FOR ANY PURPOSE 
INCLUDING DESIGN, MANUFACTURE OR PROCUREMENT 
WITHOUT THE WRITTEN PERMISSION OF LEADERTECH. 
LEADERTECH DOES NOT GUARANTEE OR WARRANTY THE 
PERFORMANCE CHARACTERISTICS. 
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