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@ VOLTAGE RATING 600 VAC/VIC
AMPERAGE RATING 10 AMPS
PROTECTION IP67
OPERATING TEMPERATURE -20°C T0O 80°C
UL CERTIFICATIONS UL RECOGNIZED, FILE NO.
E£152210
CSA CERTIFICATIONS CSA CERTIFIED, FILE NO.
LR6837/
ITEM| COMPONENT | MATERIAL FINISH — . o |QUALITY[ GENERAL TOLERANCES DIMENSION STYLE SCALE ™ T DESIGNUNITS THIRD ANGLE
S | 2| |gympoL|  (UNLESS SPECIFIED) IN/MM 1:1 NncH | © Tl proJECTION
1 INSERT TPE YELLD\/\/ g % mm |NCH DRAWN BY DATE TITLE MINI CHANGE 3 POLE TEE
CONTACT SOCKET | COPPER ALLOY GOLD OVER 238 3|3 =0 |4 PLACES| #--- - - -
c S 222 Ev 3 PLACES| #-- £.005 |CHECKEDBY  DATE PARALLEL WIRING
NICKEL EEEE: 5|\C/=0 [2PLACES| 2013 | =010 |LHARTMAN _2010/01/11
3 CONTACT PIN COPPER ALLOY GOLD OVER a 58};%& TPLACE | 2025 | 020 |APPROVEDBY DATE 7N
S Z28=<3|° — - molex  MOLEX INCORPORATED
NICKEL NRE=TL ANGULAR +1/2° JFMURPHY  2010/01/15| "
COUPLING NUT ZINC DIE CAST | BLACK E-COATED TS5z« MATERIAL NO. DOCUMENT NO. SHEET NO.
4 Z=28 O APPLICABLE 1300350057 SD-130018-006 1 0F 1
Ao MUST REMAIN SIZE THIS DRAWING CONTAINS INFORMATION THAT IS PROPRIETARY TO MOLEX
O D\/ERMDLDV TPE | VELLOW A 0 WITHIN DIMENSIONS C ~ INCORPORATED AND SHOULD NOT BE USED WITHOUT WRITTEN PERMISSION
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