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Maximum Rating and Electrical Characteristics  
Ratings at 25°C ambient temperature unless otherwise specified.
Single phase, half wave, 60Hz, resistive or inductive load.
For capacitive load derate current by 20%.

    Voltage: 45 V
    Current: 30 A
    RoHS Device

C3045CT-G 

Dimensions in inches and (millimeter)

TO-220AB

Comchip Technology CO., LTD.

0.394(10.00)

0.413(10.50)

Trench Schottky Rectifier 

Features

   - Low forward voltage drop

     

Mechanical Data

   - Excellent high temperature stability

   - Fast switching capability

   - Epoxy: UL 94-V0 rate flame retardant.

   - Mounting position: Any

   - Case: JEDEC TO-220AB, molded plastic body.

   - Weight: 2.25 grams(Approx.). 

   - Polarity: As marked on the body.

   - Polarity: Solder plated, Solderable per 
                  MIL-STD-750, Method 2026.

Peak repetitive reverse voltage

DC blocking voltage

Working peak reverse voltage

Value Unit SymbolParameter

VRRM

VRM

VRWM

45

45

45

V

V

V

IO 30 AForward rectified current (toltal device)

Operating temperature range TJ -65 to +150 °C

Storage temperature range TSTG -65 to +150 °C

Thermal resistance (1) (per diode) 
 

RθJC 2  Junction to Case °C/W

Forward surge current (per diode) IFSM 150 A

Peak repetitive reverse surge current
                                    (per diode)   2us - 1KHZ IRRM 2 A

Conditions

8.3ms single half sine-wave 

(JEDEC method)
superimposed  on rate load

Company reserves the right to improve product design , functions and reliability without notice.

  
VF mV

550

 
Symbol Typ.Parameter Min. Max. UnitConditions

Reverse current (per diode) IR mA
VR = VRRM, TJ = 25°C 0.5

IF = 15A, TJ = 25°C

IF = 15A, TJ = 125°C 500

VR = VRRM, TJ = 125°C 100
 

NOTES:

1. Thermal resistance from junction to case per leg, with heatsink size(1.35” x 0.95” x 0.18”) Al-plate.

1         

0.104(2.64)
0.112(2.84)

0.570(14.48)

0.625(15.87)

0.228(5.80)

0.268(6.80)

0.138(3.50)

0.159(4.03)

0.045(1.15)

0.060(1.52)

0.028(0.71)

0.037(0.95)

0.098(2.42)

0.102(2.66)
0.011(0.28)

0.019(0.52)

0.080(2.04)
0.110(2.80)

0.045(1.15)
0.055(1.39)

0.160(4.07)

0.190(4.82)

0.330(8.38)
0.350(8.90)

0.519(13.18)
0.558(14.18)

2 3 

Forward voltage drop (per diode)



Rating and Characteristic Curves ( C3045CT-G )
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Fig.2 - Forward Current Derating Curve

          (Per Diode)
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(1.35”x0.95”x0.18”) 
With heatsink size 
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Reverse Voltage, VR ( V )

Fig.1 - Instantaneous Forward
                    Characteristics (per diode)

Fig.3 - Reverse Characteristics (per diode)

Instantaneous Forward Voltage, VF ( V )
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Trench Schottky Rectifier 



QW-BT001

Comchip Technology CO., LTD.

    

 
 

Page 3

REV:A

Marking Code

Standard Packaging

C3045CT-G

Part Number Marking code

C3045CT

Case Type

TO-220AB 50

TUBE
( pcs )

TUBE PACK

1,000

BOX
( pcs )

C3045CT

5,000

CARTON
( pcs )

Company reserves the right to improve product design , functions and reliability without notice.

Trench Schottky Rectifier 
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