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Custom designed for direct installation on NOVA22 solid state relays, the DRML1 Load Monitoring 
Module detects partial or total load failure of up to 8 loads, for a total current ranging from 1.2 Amps up 
to 50 Amps at 600 VAC which make it a flexible and accurate monitoring solution for heating systems.

Selectable 
maximum 

load of 
20 Amps or 

50 Amps

Selectable 
alarm delay 

(0.1 sec, 
1 sec, 5 sec)

Minimum 
detectable 

load of 
150 mA

Multicolor 
status LED 
indicator

TEACH-IN 
pushbutton 

for easy 
setup

Removable 
input 

connector

C-UL-US recognized & 
CE compliant

Integrated current 
transformer 

External TEACH-IN 
input

8-30 VDC supply 
voltage range

Alarm output 
(Up to 128 devices 

connected in parallel)

Monitoring capability of 
up to 8 loads



Compatible with NOVA22 panel mount and DIN rail mount 
contactor configuration versions (Suffix V and W).

DRML1 monitors the current on heating circuits and detects the most common issues found on these systems.

Connects up to
128 modules 

into a single collective 
alarm output
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DR22 series PM22 series

Single heating element fault (undercurrent)

Overcurrent

Blown fuses (open load) 

Damaged (short-circuited) SSR output

SSR half-wave operation
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